
Connection to the mains is made by means of an internal terminal connector.

The 2 x PL9W arrangement provides a uniform illumination of the signs/legends with a high level of emergency illumination 
at floor level or at the threshold of an exit door.

DESCRIPTION
The COSINE DEVELOPMENTS Emergency Exit Sign range of luminaires are 
ideally suited as stand alone self contained surface mounted fittings in new or 
in existing buildings.

The Emergency Exit sign housing is a white epoxy powder coated steel frame 
with exit legend.

TECHNICAL DATA FEATURES

CHARGE CURRENT 150mA

BATTERY TYPE 7.4V Li-ion | 5 x 2 Ahr Ni-Cad

DIMENSIONS 410 x 270 x 90mm

DISCHARGE CURRENT 1.1A

EMERGENCY LIGHTING DURATION 2 hour

LAMP TYPE PL9W

 > Satisfies all SABS specifications

 > 1 hour emergency duration

 > All SABS legends available 

 > Wall mount

 > 2 year warranty

MAINS VOLTAGE 230Vac 50Hz

MAXIMUM AMBIENT TEMPERATURE +70°C
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EMERGENCY EXIT SIGNS: 

2PL9W EXIT SIGN
DOUBLE-SIDED LED EXIT SIGN


